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PID202048

202048

2022

PID2020 T

2020R

2020-1

PID202096 PID202048V

2030 2032

Smart Process Controllers

Digital Temperature Controllers

Modular Design, 
MODBUS , 48H x 48W

8 stage profile, 2 programmes, 
72H x 72W

Universal Input, PID, 
AUTOTUNE 

Retransmission 4-20, 20-4, 0-20 mA, 
Vertical Design, 48W x 96H

48H x 48W, 90-260 VAC,
On-Off/Time Proportional

Soft touch key, 
Trimpot Setting, 1-Set Point

Thumbwheel Setting, 
72H x 72W, 96H x 96W

2-Set Points, 2-Set of T/W
Switches, 2-Relay O/p's, 

96H x 96W

Trimpot / Helipot setting,
2-Set Point, Soft Key

1 inch Display, Trimpot Setting,
72H x 144W

UNIV1010 UNIV101048V

Smart Process Indicators

PV

SET

UNI101048V

101048 1010 1016 1010-2

Temperature Indicators

90-260 VAC, Wireless design, 
3 1/2 digit, 48H x 48W

6 Points, 72H x 72W 72H x 72W, 3 1/2 Digit
Dual Display, 3 1/2 digit, 

90-260 VAC, Wireless design, 
96H x 96W

Universal Input, Soft touch Keys
72H x 72W

1 Alarm, MODBUS
48W x 96H

UNIV101048H

UNI101048H

SMPS Design, 
Retransmission O/P, 48H x 96W    

UNIV101048

Modular Design, 90-260 VAC
1 Alarm O/P, 48H x 48W

UNI101048

2222T
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Din Rail Temp. Controller,
Thumbwheel Setting

2000D-D2

Analog Temperature Controllers

Deviation Meter,
Adjustable Dead Band

PRESS PRESS

PRESSPRESS



DIGIGUAGE

Pt-100 oC

ON

nippon PYROGAUGE

3 1/2 digit, 4 inch dial,
LED Display, 9V Battery

1000

1000

ON BAT LOW

°C

Battery Operated
LCD display, Cr-Al handle probes

Pocket 
Thermometers

ISOXR ISOXRD

Signal Isolators

System Isolation, 1 O/P,
Din Rail Mounting, 230 VAC, 24VDC 

System Isolation, Multi O/P's,
Din Rail Mounting, 230 VAC, 24VDC 

SMART PTX100 PTX100-D

Temperature Transmitters

ZERO

SPAN

+ -

+24V Iout RS 485

+ -nippon

SMART
TX

Pt100/J/K, Head  Mounting,
4-20mA, Loop Powered

 DIN RAIL, 
Non Isolated 4-20mA O/P

Isolated 4-20 mA O/P, 
12-36VDC

www.nipponinstruments.com

1010F

UNI1010F 1010D

1010F-1

PID2020F

2020F 2022F

Flameproof Indicator / Controllers

Process Indicators

nippon 1010RF

Pt-100 °C

1010F-1

2020FTRH-1

RLY
Rh

%Rh

RLY
°C °C

1010F-1

1 inch Display, 
Retransmission 4-20mA

Tiny Enclosure, IIA, IIB, IIC Certified
2 Cable Entries

48H x 48W, 90-260 VAC,
On-Off/Time Proportional

2 Set, 2 Relay O/P�s, 
250H x 250W FLP Enclosure

Universal Input, 
Flameproof IIA, IIB, IIC Certified

PID O/P, MODBUS, 
4 Push Buttons

3 1/2 digit, 72H x 72W
Linear Inputs, 24VDC 

for Transmitters

1010LPI 1010LPI 2022LP 1010LPI

Loop Power Indicators / Controllers

1010LPI

SET

LOOP POWER INDICATOR

1010LPI

SET

LOOP POWER INDICATOR

4 digit, LCD Display,
4 - 20 mA input, 
No power Supply

4 digit, LCD Display,4-20 mA input, 
No power Supply, Flameproof

Programmable, 
4 Digits, LCD 

Auto ranging,2 TTL O/P's, 
72H x 72W 

NIPPOCAL

Calibrators

mV, mA, RTD Calibrators

Powder Filling, Sturdy design 
Accepts Photocell, Excellent 
CULTCH / BRAKE CONTROL

8000C

Augar Timers / 
Counters



4040 4004

Digital Timers

Wide Range, T/W Setting,
Relay O/p, Delay ON/OFF,

Auto Reset

Cyclic Timers, Low cost
96H x 96W

5050 5053

Digital Counters

Presettable, 4/6 digit,
Proxty/Encoder/ Volt, Pulses, 

72H x 72W / 96H x 96W 

3-Set Point Counters, 
3-Relay O/p's, 

Machine Controls, 72H x 144W
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Durg : (0788)2211212 / 3105117 / 9827111400

Delhi : (011)26903568 / 26340095 / 96 / 97
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Chennai : 9382744155  Telefax.: 044-22292383 

Jamshedpur : (0657)2420672 Fax : 0657-2433977

Visakhapatnam : (0891)2702415 / 9441944947
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Surat : Road No. 6, Udhna, Surat, Gujarat.

            Tel : (0261) 2278422 / 6544180

            Fax : (0261) 2279423

            E-mail: dipan@nipponinstruments.com

Dubai : ACME Electromechanical Works LLC,

            Tel : (009714) 2583122 / 2583144

            Fax : (009714) 2583166

Pune : (9520)24376245

Bardoli :  09824111394

Kolkata : 09831057357 / 9831152530

Hyderabad : (040)27173714 / 24

Goa : (0832)2312710 / 6702 / 7399

Bangalore : 09341875222

1010EMV 1010EMA 1010EMF 1010EMVAF

Electrical Meters

0-500VAC, True RMS 
measurement,  PT primary/
secondary programmable

Class I accuracy

0-5 AMP nominal, 
CT primary/secondary 

programmable, 
Class I accuracy

Line Frequency measurement,
0-50.00 Hz, ± .05 accuracy 

Class I accuracy

1-phase VAF measurement, 
True RMS, CT/PT      
programmable,
Class I accuracy 

4041 5051 DINRAIL TIMER

Smart Timers / Counters

nippon 4041

4/6 digits, Programmable, 
2 O/P's, 10 years Memory

6 digits, Programmable Divide 
Factor, Programmable LOGIC O/P

2 digits, Muliply 10, 24VDC, 
Range PROGRAMMABLE,

1 Relay 

Master/Slave 
Clocks

Large Height Indicators

TIME

 nippon   RTC

2", 4" Height Indicators 2", 4" Height, Real Time Clock,
Master Slave Mode, 
PC Connectivity

60601100D-2 6000T

Frequency / RPM

RPM / Frequency Indicators, 
± 1RPM/± .01Hz Measuring 

accuracy, 72H x 72W

Frequency / RPM Trip Unit,
2-Set Points, 2-Relay O/p's,

96H x 96W

K

V

A

F

4444B

Time Totaliser, 4/6 Digit, MIN/HRS
72H x 72W, Battery Back Up

3Kg/M

 nippon   1100D - 2

RPM

Hz

SET

SET

RST

RSTRST
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