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DATA LOGGER
Nippon DL 8000 is state - of - art microprocessor based DATALOGGER. The instrument is very useful where

precise  DATALOGGING of process parameters is essential. It finds application in Chemical,
Pharmeceutical, Food, Petrochemical, Fertilizer, Heat Treatment, Power, Transformer Winding, R&D
departments and Laboratories...

e Accepts RTD's, Thermocouples, 4 to 20 mA and other Inputs. * Replaces traditional recorders.

* Excellent measuring accuracy !! * Internal Real Time Clock

* Sturdy and long life dot matrix printer. * Provides Permanent Record of events
e ERTL Approved !! Widely accepted for ISO and other Equivalent certification. * Convenient Front Panel Paper Loading

Specifications

No. of Channels 4, 8,12 up to 16. Print Format
Input Accepts RTD's (Pt-100, Pt-50, Pt-200, Pt-1000 etc), 11/10/2007  12:52:00

Thermocouples (J, K, R, S, T), 4 -20 mA, 0 - 5 VDC etc... EH e 3;11’:3‘; °
Scan Rate Programmable from 1 - 99 seconds. 3 a26.1
Linearisation Software linearised backed by instrumentation OPAMPS. : e
Hold / Skip Available 5 %gig
Sensor Open Indicates 'OPEN" 10 OPEN
Display 4 - digits for temp., 2 - digits for channel no., Bright Seven Segment (0.5"). 2 o
Alarms a) Common or individual HIGH / LOW limits with 2-Relays. 1 5074

b) 32 LED's for Alarm Status 2211\?500721252100
Noise Immunity a) EMI / RFI interference is suppressed by MOV's and R-L-C filters. 2 oo

b) "WATCH DOG" guards CPU during power transients. i 0012
Real Time Clock Non Volatile Time keeping RAM ensures correct Clock. E gzipg
Data Security By NVRAM, ensures data retention for 10 years. 5 Sooe
Supply 230 VAC * 10%, 50 Hz. 1 sk
Box Size a) Modular design in 5U size rack, powder coated aluminium enclosure. g SZ‘E’

b) Also available Scanner (96H x 192W) and printer (144H x 144W) . 2008

separately with D - connection.

PRINTER Data Logger with Acrylic Door and Lock
Printer : 24 Column, Alphanumeric, Dot matrix.. For Warship Application

Interface : Serial i
Format : Day, Date, Time, Channel No. & Temp. 3 - o
Print Interval : Programmable 1 - 99 minutes. :

Print Roll : 57.5 mm width, Easy to replace.

Provides excellent hard copy.
Print Speed : 1.7 lines / sec.

Contact factory for nonlinear and other inputs, retransmission o/p
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SCANNER WITH PRINTER INTERFACE

ONLINE MODE
® Scanner with RS 232 port can be hooked to 80 / 132
column Dot Matrix printers

* The header/ title can be configured as per the customer's
requirement.

* The Internal Non Volatile Time keeping RAM ensures
correct clock.

1S0 9001

BUREAU VERITAS
Certification

OFFLINE MODE

® Ifthe scanneris at remote location. The data can be retained by
the MEMORY BANK. Memory Bank remembers 4000 readings.
Memory Bank physically to be taken to printer. Memory Bank

downloads the data to the PRINTER. The print out has
parameters and time - stamp.

LARSEN & TOUBRO LTD.
ECC DIVISION, CHENNAI
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DATA AQUISITION PRODUCTS

Data Aquisition Systems

e

PRINTER

On-line Data Logging Software

On-Off line Data Logging Software
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256 Channels, Total solutions,

process monitoring Presentation, File G

% . 5 E 7 é a .
MFGS. AND DESIGNERS :
Instruments, SCADA & Automation Systems, Sensors

Surat : Road No. 6, Udhna, Surat, Gujarat.
Tel : (0261) 2278422 / 6544180
Fax : (0261) 2279423
E-mail: dipan@nipponinstruments.com
Dubai : ACME Electromechanical Works LLC,
Tel : (009714) 2583122 / 2583144
Fax : (009714) 2583166

Pune : (9520)24376245
Bardoli : 09824111394

Hyderabad : (040)27173714
Goa : (0832)2312710 /6702
Bangalore : 09341875222
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On line, Tabular and Graphical

Kolkata : 09831057357 / 9831152530

Online and Off line data aquisition,

eneration ideal for Remote Area data logging

106, Shivsagar Indl. Estate, Opp. Kotkar Indl. Estate,
Kotkar Road, Goregaon (E), Mumbai - 400 063. India.
Tel : 6574 1527 / 2872 7294 * Fax : 2876 5709
E-mail : nippontech@vsnl.com

Durg : (0788)2211212 /3105117 /9827111400
Delhi : (011)26903568 / 26340095 / 96 / 97
Gwalior : (0751)2231951 Fax : 0751-2344889
Chennai : 9382744155 Telefax.: 044-22292383
Jamshedpur : (0657)2420672 Fax : 0657-2433977
Visakhapatnam : (0891)2702415 / 9441944947
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