1010LPI

Nippon100L and Nippon2020L series is state of art Loop Power

LOOP POWER INDICATOR

‘L

Indicators cum Controllers.
The series is designed with robust microcontroller. Nippon100L
and Nippon2020L series is software linearised indicator offering

excellent accuracy on 4%2digit LCD. The range and decimal points

are truly configurable.

Specifications
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Design
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Nippon 1010LPI

Wiring Diagram
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Microcontroller Based

4 Digits LCD Display and negative sign indication

Programmable -9999 to +9999

Auto Ranging, programmable and intelligent shifting type

0.01 % of Full Scale

0.05 seconds

0.5 seconds

4-20mA

4-20mA

3 Volts

No indication as no power to the circuit

By soft-touch elegant, sturdy and user friendly membrane keys

2 set Points with hysteresis

2 TTL Outputs corresponding to Each Set point, Open collector o/p (1 Amp
Load) with terminals for external supply load.

Normal or Reverse Programmable for Each Set point

No Power Supply required

Sturdy, Robust and Modular

* 96H x 96W x 110D DIN Size

¢ Flameproof Enclosure Wall mounting type, Certified by CMRS, Dhanbad
¢ Flameproof Enclosure Pipe Mounting type, Certified by CMRS, Dhanbad
* PCB for OEM applications

Nippon 2022LP

24v OP1

00|00

GND OoP2

O/P1 & O/P2 are open collector

www.nipponinstruments.com




1S0 9001

BUREAU VERITAS
Certification

LPI IN FLAMEPROOF HOUSING

#ipfrorn’s 1010LPI-C

1010LPI

LOOP POWER INDICATOR

I

¢ Custom designed enclosure
* PCB module available

TRANSMITTER
like flow,

*Useful for
manufactureres
temperature, pressure, PH, Level...
etc.

Aipporn’s 2022LP

2022LP

LOOP POWER INDICATOR

. 1

RELAYZ

¢ Panel Mounting

* 96H x 96W x 110D DIN size

® Soft-touch elegant, sturdy and user
friendly membrane keys

* 2 set Points with hysteresis

¢ 2 TTL Outputs corresponding to Each
Set point, Open collector o/p (1 Amp
Load) with terminals for external
supply load.

sappon’s 2022LPF-P
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2022LP

* Pipemounting flameproof
enclosure

* Enclosure is suitable for gas group
I, IIA, IIB

* Attachment for horizontal or
vertical Pipes available

® Logic programmable Normal or
Reverse for each Set point

sappon’s 1010LPI-F sapor’s 2022LPF

Nippon1010LPI-F is state of art
Loop Power

Nippon2022LPF is state of art
Indicator in Loop Power Indicator cum
Controller in Flameproof housing

certified by CMRS, Dhanbad.
* 2 setpoints, 2 TTL outputs

* 4V, digit LCD

¢ Flameproof housing weighing
only 2 Kg. ® Suitable for gas group I, IIA,
IIB. The enclosure with IIC

certificate is available on

¢ Clear glass of 68 mm diameter
gives clear vision in poor light
conditions request

* 2/3 cable entries having %"ET * LM6 material weighing 5 Kgs

* Toughened glass, three push
buttons and four cable entries

301-302B, Alankar Indl. Est., Off Aarey Rd.,
Near Virwani, Goregaon (E), Mumbai 63. India
Tel : +91-22-2875 5867 / 6502 7674

Fax : +91-22-2875 2289

E-mail : nippontech@vsnl.com

wippor indruments (indic) g, BA.

Manufacturers of : PROCESS CONTROL INSTRUMENTS AND SENSORS

Pune : (9520)24376245

Bardoli : 09824111394

Kolkata : 09831057357 / 9831152530
Hyderabad : (040)27173714 / 24

Goa : (0832)2312710 /6702 / 7399
Bangalore : 09341875222

Surat : Road No. 6, Udhna, Surat, Gujarat.
Tel : (0261) 2278422 / 6544180
Fax : (0261) 2279423
E-mail: dipan@nipponinstruments.com
Dubai : ACME Electromechanical Works LLC,
Tel : (009714) 2583122 / 2583144
Fax : (009714) 2583166

www.nipponinstruments.com

Durg : (0788)2211212 /3105117 /9827111400
Delhi : (011)26903568 / 26340095 / 96 / 97
Gwalior : (0751)2231951 Fax : 0751-2344889
Chennai : 9382744155 Telefax.: 044-22292383
Jamshedpur : (0657)2420672 Fax : 0657-2433977
Visakhapatnam : (0891)2702415 / 9441944947
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